


Assembly instructions
LED Light Guide Set 001

NM-AUD-001

Page 1/2The smart difference.



1. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

2. Loosely mount the flexible light pipe
Fasten the light pipe(s) loosely to the light pipe holder
with the fixing screw(s) (included in the scope of
supply).

3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe(s) for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.
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Assembly instructions
LED Light Guide Set 002

UM-APP-001UM-APP-001

Page 1/2The smart difference.



1. Loosely pre-assemble the light pipe
holder

The smart difference. Page 2/2

holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

2. Loosely mount the flexible light pipe
Fasten the light pipe loosely to the light pipe holder with
the fixing screw(s) (included in the scope of supply).

3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe for optimal illumination at the front
of the Rack Mount Kit and tighten the screws.



Assembly instructions
LED Light Guide Set 003

NM-NTG-002

Page 1/2The smart difference.



1. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

2. Loosely mount the flexible light pipe
Fasten the light pipe(s) loosely to the light pipe holder
with the fixing screw(s) (included in the scope of
supply).

3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe(s) for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.
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Assembly instructions
LED Light Guide Set 004

NM-NTG-003

Page 1/2The smart difference.



1. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

2. Loosely mount the flexible light pipe
Fasten the light pipe(s) loosely to the light pipe holder
with the fixing screw(s) (included in the scope of
supply).

3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe(s) for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.
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Assembly instructions
LED Light Guide Set 005

NM-SOP-009
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1. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

2. Loosely mount the flexible light pipe
Fasten the light pipe(s) loosely to the light pipe holder
with the fixing screw(s) (included in the scope of
supply).

3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe(s) for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.
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Assembly instructions
LED Light Guide Set 006

NM-SOP-010

Page 1/2The smart difference.



1. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

2. Loosely mount the flexible light pipe
Fasten the light pipe(s) loosely to the light pipe holder
with the fixing screw(s) (included in the scope of
supply).

3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe(s) for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.
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Assembly instructions
LED Light Guide Set 007

UM-PCE-201

Page 1/2The smart difference.



1. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

2. Loosely mount the flexible light pipe
Fasten the light pipe(s) loosely to the light pipe holder
with the fixing screw(s) (included in the scope of
supply).

3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe(s) for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.
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Assembly instructions
LED Light Guide Set 008

UM-APP-206

The smart difference. Page 1/2
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1. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

2. Loosely mount the flexible light pipe
Fasten the light pipe(s) loosely to the light pipe holder
with the fixing screw(s) (included in the scope of
supply).

3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe(s) for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

The smart difference.



Assembly instructions
LED Light Guide Set 009

UM-APP-204

The smart difference. Page 1/2
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3. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe(s) for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

2. Loosely mount the flexible light pipe
Fasten the light pipe(s) loosely to the light pipe holder
with the fixing screw(s) (included in the scope of
supply).

1. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

The smart difference.



Assembly instructions
NM-AVM-007

Page 1/3The smart difference.
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1. Loosen screws
Loosen the two pre-assembled screws and swivel the
retaining bracket into the appropriate position for
inserting the device.



2. Insert device
Insert the device into the appropriate position on the
Rack Mount Kit.

3. Fasten retaining bracket
Align the retaining bracket and tighten the screws.
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Assembly instructions
Rack Mount Screw Set
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Cage Nut M6 (black)

The smart difference.

Fasten the Rack Mount Kit in the server
cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and fasten it in the server cabinet
with the rackmount screws (included in the scope of
supply).



Page 1/2

Assembly instructions
Rail System 001

The smart difference.



Fasten Rack Mount Kit with Rail System
in the server cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and fasten it in the server cabinet
with the rackmount screws M6x16 (included in the
scope of supply).
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Cage Nut M6 (black)

The smart difference.



Assembly instructions
Rail System 002

Page 1/2The smart difference.
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Fasten Rack Mount Kit with Rail System
in the server cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and fasten it in the server cabinet
with the rackmount screws M6x16 (included in the
scope of supply).

Cage Nut M6 (black)

Cage Nut M5 (silber)

Cage Nut M6 (black)

The smart difference.
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Assembly instructions
Rail System 003



Cage Nut M5 (silber)

Cage Nut M6 (black)
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Fasten Rack Mount Kit with Rail System
in the server cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and fasten it in the server cabinet
with the rackmount screws M6x16 (included in the
scope of supply).

Cage Nut M6 (black)



Assembly instructions
Rail System 004 Extension 200mm | Cabinet depths of 400mm to 650mm

Rail System 005 Extension 300mm | Cabinet depths of 400mm to 650mm

Rail System 006 Extension 200mm | Cabinet depths of 550mm to 800mm

Rail System 007 Extension 300mm | Cabinet depths of 550mm to 800mm
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Fasten Rack Mount Kit with Rail System
in the server cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and fasten it in the server cabinet
with the rackmount screws M6x16 (included in the
scope of supply).
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Cage Nut M5 (silber)

Cage Nut M6 (black)

The smart difference.

Cage Nut M6 (black)



Assembly instructions
Velcro strap with spacer
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1. Loosen the Velcro strap
Loosen the pre-assembled Velcro strap and insert the
device into the appropriate position on the Rack Mount
Kit.

2. Tighten the Velcro strap
Tighten the Velcro strap again, making sure that the two
spacers are positioned on the upper edges of the device
as shown to ensure ventilation of the device.
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Assembly instructions
zr-fan-442n

Page 1/3The smart difference.



The smart difference.

Fasten fan
Fasten the fan(s) to the Rack Mount Kit using the
mounting screws (included in the scope of supply).
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Assembly instructions
zr-fan-442s

The smart difference. Page 1/3



Fasten fan
Fasten the fan(s) to the Rack Mount Kit using the
mounting screws (included in the scope of supply).
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Assembly instructions
zr-fan-662n

Page 1/3The smart difference.
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Fasten fan
Fasten the fan(s) to theRack Mount Kit Fan Holder
using the mounting screws (included in the scope of
supply).
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Assembly instructions
zr-key-led-b (blue)

zr-key-led-g (green)
zr-key-led-r (red)

zr-key-led-y (yellow)

Page 1/2The smart difference.
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Assembly instructions
zr-key-push-button

Page 1/2The smart difference.
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Assembly instructions
zr-led-g (green)

zr-led-r (red)
zr-led-y (yellow)
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Insert LED
Insert the LED from the back of the Rack Mount Kit into
the holes provided and fix them with the appropriate
mounting adhesive (not included in the scope of
supply).
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Assembly instructions
LED Light Guide Set

NM-AUD-001
zr-lgs-001

Page 1/3The smart difference.
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1. Press in lenses
Using moderate pressure, press the lenses into the
designated holes in the Rack Mount Kit.

Press in



4. Fasten the light pipe holder and the
flexible light pipes
Adjust the light pipes for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

The smart difference. Page 3/3

2. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

3. Loosely mount the flexible light pipes
Fasten the light pipes loosely to the light pipe holder
with the fixing screws (included in the scope of supply).



Assembly instructions
LED Light Guide Set

zr-lgs-002
UM-APP-001UM-APP-001

Page 1/3The smart difference.



1. Press in lens
Using moderate pressure, press the lens into theUsing moderate pressure, press the lens into the
designated hole in the Rack Mount Kit.

Press in

The smart difference. Page 2/3



2. Loosely pre-assemble the light pipe
holderholder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

3. Loosely mount the flexible light pipe
Fasten the light pipe loosely to the light pipe holder with
the fixing screw (included in the scope of supply).

Page 3/3

4. Fasten the light pipe holder and the
flexible light pipe
Adjust the light pipe for optimal illumination at the front
of the Rack Mount Kit and tighten the screws.

The smart difference.
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Assembly instructions
LED Light Guide Set

NM-NTG-002
zr-lgs-003



Press in
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1. Press in lenses
Using moderate pressure, press the lenses into the
designated holes in the Rack Mount Kit.
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4. Fasten the light pipe holder and the
flexible light pipes
Adjust the light pipes for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

The smart difference.

2. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

3. Loosely mount the flexible light pipes
Fasten the light pipes loosely to the light pipe holder
with the fixing screw (included in the scope of supply).
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Assembly instructions
LED Light Guide Set

NM-NTG-003
zr-lgs-004



Press in
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1. Press in lenses
Using moderate pressure, press the lenses into the
designated holes in the Rack Mount Kit.
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4. Fasten the light pipe holder and the
flexible light pipes
Adjust the light pipes for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

The smart difference.

2. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

3. Loosely mount the flexible light pipes
Fasten the light pipes loosely to the light pipe holder
with the fixing screw (included in the scope of supply).
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Assembly instructions
LED Light Guide Set

NM-SOP-009
zr-lgs-005



Press in
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1. Press in lenses
Using moderate pressure, press the lenses into the
designated holes in the Rack Mount Kit.
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4. Fasten the light pipe holder and the
flexible light pipes
Adjust the light pipes for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

The smart difference.

2. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

3. Loosely mount the flexible light pipes
Fasten the light pipes loosely to the light pipe holder
with the fixing screw (included in the scope of supply).
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Assembly instructions
LED Light Guide Set

NM-SOP-010
zr-lgs-006



Press in
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1. Press in lenses
Using moderate pressure, press the lenses into the
designated holes in the Rack Mount Kit.
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4. Fasten the light pipe holder and the
flexible light pipes
Adjust the light pipes for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

The smart difference.

2. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

3. Loosely mount the flexible light pipes
Fasten the light pipes loosely to the light pipe holder
with the fixing screw (included in the scope of supply).
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Assembly instructions
LED Light Guide Set

UM-PCE-201
zr-lgs-007



Press in
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1. Press in lenses
Using moderate pressure, press the lenses into the
designated holes in the Rack Mount Kit.
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4. Fasten the light pipe holder and the
flexible light pipes
Adjust the light pipes for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

The smart difference.

2. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

3. Loosely mount the flexible light pipes
Fasten the light pipes loosely to the light pipe holder
with the fixing screw (included in the scope of supply).



Assembly instructions
LED Light Guide Set

zr-lgs-008zr-lgs-008
UM-APP-206

The smart difference. Page 1/3



1. Press in lenses
Using moderate pressure, press the lenses into theUsing moderate pressure, press the lenses into the
designated holes in the Rack Mount Kit.

Press in

The smart difference. Page 2/3



2. Loosely pre-assemble the light pipe
holderholder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

3. Loosely mount the flexible light pipes
Fasten the light pipes loosely to the light pipe holder
with the fixing screw (included in the scope of supply).

Page 3/3

4. Fasten the light pipe holder and the
flexible light pipes
Adjust the light pipes for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.

The smart difference.



Assembly instructions
LED Light Guide Set

zr-lgs-009
UM-APP-204

The smart difference. Page 1/3



1. Press in lenses
Using moderate pressure, press the lenses into the
designated holes in the Rack Mount Kit.

Press in

The smart difference. Page 2/3



3. Loosely mount the flexible light pipes
Fasten the light pipes loosely to the light pipe holder
with the fixing screw (included in the scope of supply).

2. Loosely pre-assemble the light pipe
holder
Fasten the light pipe holder loosely to the Rack Mount
Kit with the fastening screws (included in the scope of
supply).

Page 3/3The smart difference.

4. Fasten the light pipe holder and the
flexible light pipes
Adjust the light pipes for optimal illumination at the
front of the Rack Mount Kit and tighten the screws.



Assembly instructions
Rack Mount Bracket

zr-msk- _ _ _

Page 1/4The smart difference.
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1. Pre-assemble the Rack Mount Bracket
Fasten the chassis parts using the rackmount screws (included in the scope of supply).

2. Fasten the Rack Mount Brackets
Aline the Rack Mount Kit in the desired position (furniture, wall, etc.) and secure it carefully with
the appropriate mounting hardware (NOT included in the scope of supply).

Hole spacing:
10 inch | width 240mm; depth 175 or 255mm
19 inch | width 470mm; depth 175 or 255mm

The smart difference.



Hole spacing:

zr-msk-001 | width 470mm x depth 175mm

zr-msk-002 | width 470mm x depth 175mm

zr-msk-003 | width 470mm x depth 175mm

zr-msk-004 | width 470mm x depth 175mm

zr-msk-005 | width 470mm x depth 175mm

zr-msk-011 | width 470mm x depth 255mm

zr-msk-012 | width 470mm x depth 255mm

zr-msk-013 | width 470mm x depth 255mm

zr-msk-014 | width 470mm x depth 255mm

zr-msk-015 | width 470mm x depth 255mm

zr-msk-321 | width 240mm x depth 175mm

zr-msk-322 | width 240mm x depth 175mm

zr-msk-323 | width 240mm x depth 175mm

zr-msk-324 | width 240mm x depth 175mm

zr-msk-325 | width 240mm x depth 175mm
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3. Fasten the device to the Rack Mount Bracket
Fasten the device (NOT included in the scope of supply) to the Rack Mount Bracket using the
rackmount screws (included in the scope of supply).

4. Fasten the modular expansion
Fasten additional rack mount brackets in a modular fashion using the rackmount screws
(included in the scope of supply) as shown below.

Page 4/4The smart difference.



Assembly instructions
Power Button Kit

zr-pbk-001

The smart difference. Page 1/2

zr-pbk-001



Fasten the Power Button Kit
Fasten the Power Button Kit to the Rack Mount Kit using the mounting screws (included in
the scope of supply).
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Assembly instructions
Power Button Kit

zr-pbk-002

The smart difference. Page 1/2

zr-pbk-002



Fasten the Power Button Kit
Fasten the Power Button Kit to the Rack Mount Kit using the mounting screws (included in
the scope of supply).
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Assembly instructions
Rail System
zr-rak-001



1. Prepare assembly
Extend the Rail Systems Kit pull-out element
completely and release it from the mounting
bracket with the safety hook on the left and
on the right side.

The smart difference. Page 2/3

2. Screw the pull-out element to the
Rack Mount Kit
Attach the drawer unit to the Rack Mount Kit
using the mounting screws M4x5 (included in the
scope of supply) on the left and on the right side.

3. Slide the mounting bracket into the Rack Mount Kit
Reconnect the mounting bracket to the Rack Mount Kit. The locking hooks lock themselves. One
for the left and one for the right side.
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Cage Nut M6 (black)

4. Fasten the Rack Mount Kit with the
Rail System in the server cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and secure it in the server cabinet
with the rackmount screws (included in the scope of
supply).



Assembly instructions
Rail System
zr-rak-002

The smart difference. Page 1/3



2. Screw the pull-out element to the
Rack Mount Kit
Attach the drawer unit to the Rack Mount Kit
using the mounting screws M4x5 (included in the
scope of supply) on the left and on the right side.

1. Prepare assembly
Extend the Rail Systems Kit pull-out element
completely and release it from the mounting
bracket with the safety hook on the left and
on the right side.

3. Slide the mounting bracket into the Rack Mount Kit
Reconnect the mounting bracket to the Rack Mount Kit. The locking hooks lock themselves. One
for the left and one for the right side.

The smart difference. Page 2/3



4. Fasten the Rack Mount Kit with the
Rail System in the server cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and secure it in the server cabinet
with the rackmount screws (included in the scope of
supply).

Cage Nut M5 (silber)
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Cage Nut M6 (black)

Cage Nut M6 (black)



The smart difference.

Assembly instructions
Rail System
zr-rak-003
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2. Screw the pull-out element to the
Rack Mount Kit
Attach the drawer unit to the Rack Mount Kit
using the mounting screws M4x5 (included in the
scope of supply) on the left and on the right side.

3. Slide the mounting bracket into the Rack Mount Kit
Reconnect the mounting bracket to the Rack Mount Kit. The locking hooks lock themselves. One
for the left and one for the right side.

The smart difference. Page 2/3

1. Prepare assembly
Extend the Rail Systems Kit pull-out element
completely and release it from the mounting
bracket with the safety hook on the left and
on the right side.



4. Fasten the Rack Mount Kit with the
Rail System in the server cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and secure it in the server cabinet
with the rackmount screws (included in the scope of
supply).

Cage Nut M5 (silber)

The smart difference.

Cage Nut M6 (black)
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Cage Nut M6 (black)



Assembly instructions
Rail System

zr-rak-004 Extension 200mm | Cabinet depths of 400mm to 650mm

zr-rak-005 Extension 300mm | Cabinet depths of 400mm to 650mm

zr-rak-006 Extension 200mm | Cabinet depths of 550mm to 800mm

zr-rak-007 Extension 300mm | Cabinet depths of 550mm to 800mm
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2. Screw the pull-out element to the
Rack Mount Kit
Attach the drawer unit to the Rack Mount Kit
using the mounting screws M4x5 (included in the
scope of supply) on the left and on the right side.

3. Slide the mounting bracket into the Rack Mount Kit
Reconnect the mounting bracket to the Rack Mount Kit. The locking hooks lock themselves. One
for the left and one for the right side.

The smart difference. Page 2/3

1. Prepare assembly
Extend the Rail Systems Kit pull-out element
completely and release it from the mounting
bracket with the safety hook on the left and
on the right side.



4. Fasten Rack Mount Kit with Rail
System in the server cabinet
Position the Rack Mount Kit at the desired height in
your server cabinet and fasten it in the server cabinet
with the rackmount screws M6x16 (included in the
scope of supply).

Page 3/3

Cage Nut M6 (black)

Cage Nut M5 (silber)

Cage Nut M6 (black)

The smart difference.
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Assembly instructions
16x2 LCD Slot Display

zr-sbc-701
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2. Fasten the display insert
Fasten the display to the bracket using the hex spacers M2.5x10 and the M2.5x6 screws
(included in the scope of supply).
Fasten the Slot Display to the Rack Mount Kit using the M2.5x6 screws (included in the
scope of supply).

1. Align the display
Align the display correctly (connector, as shown, top left) to ensure later installation of the
monitor bezel on the Rack Mount Kit.
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2. Fasten the display insert
Fasten the display to the bracket using the hex spacers M2.5x10 and the M2.5x6 screws
(included in the scope of supply).
Fasten the Slot Display to the Rack Mount Kit using the M2.5x6 screws (included in the
scope of supply).

1. Align the display
Align the display correctly (connector, as shown, top left) to ensure later installation of the
monitor bezel on the Rack Mount Kit.

The smart difference. Page 2/3
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Assembly instructions
1.3" TFT-LCD Slot Display

zr-sbc-702
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Fasten the display insert
Fasten the display to the bracket using the hex spacers and the M2.5x6 screws (included
in the scope of supply).
Fasten the Slot Display to the Rack Mount Kit using the M2.5x6 screws (included in the
scope of supply).
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Fasten the display insert
Fasten the display to the bracket using the hex spacers and the M2.5x6 screws (included
in the scope of supply).
Fasten the Slot Display to the Rack Mount Kit using the M2.5x6 screws (included in the
scope of supply).
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Assembly instructions
Raspberry Pi Insert

zr-sbc-904 (D)
zr-sbc-905 (E)
zr-sbc-906 (F)

Page 1/3The smart difference.



The smart difference.

Fasten Raspberry Pi Insert
Fasten the Raspberry Pi to the bracket using the M2.5x6 screws (included in the scope of
supply).
Fasten the Raspberry Pi Insert to the Rack Mount Kit using the M2.5x6 screws (included
in the scope of supply).
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Raspberry Pi board (top view)

Page 3/3The smart difference.
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Assembly instructions
3.5" TFT Display Insert

zr-sbc-907 (G)



The smart difference.

Fasten the display bracket
Fasten the Raspberry Pi to the bracket using the hex spacers M2.5x20 (included in the
scope of supply).
Fasten the display on the Raspberry PI.
Fasten the Display Insert to the Rack Mount Kit using the M2.5x6 screws (included in the
scope of supply).
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Assembly instructions
C14 Connector Insert

zr-sbc-908 (H1)
zr-sbc-908 (H2)

Page 1/3The smart difference.



The smart difference.

H1 – IEC C14 Connector (6.3mm Quick Connect)

Installation
This device plug may only be connected by certified specialists.
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The smart difference.

H2 – IEC C14 Connector (6.3mm Screw Connect)

Installation
This device plug may only be connected by certified specialists.
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Assembly instructions
Nucleo-144 Insert

zr-sbc-909 (J)
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Fasten Nucleo-144 Insert
Fasten the Nucleo-144 to the bracket using the M2.5x6 screws (included in the scope of
supply).
Fasten the Nucleo-144 Insert to the Rack Mount Kit using the M2.5x6 screws (included in
the scope of supply).



Nucleo-144 board (top view)
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Assembly instructions
Arduino UNO/Leonardo Insert

zr-sbc-910 (K)

Page 1/3The smart difference.



Fasten Arduino UNO Insert
Fasten the Arduino UNO to the bracket using the M2.5x6 screws (included in the scope of
supply).
Fasten the Arduino UNO Insert to the Rack Mount Kit using the M2.5x6 screws (included
in the scope of supply).
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The smart difference.

Arduino UNO R3 board (top view)
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Assembly instructions
1.3" TFT-LCD Display Insert

zr-sbc-911 (L)zr-sbc-911 (L)

Page 1/3The smart difference.
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Fasten the display bracket
Fasten the Rasperry Pi to the bracket using the M2.5x6 screws (included in the scope of
supply).
Fasten the display to the bracket using the hex spacers and the M2.5x6 screws (included
in the scope of supply).
Fasten the Display Insert to the Rack Mount Kit using the M2.5x6 screws (included in the
scope of supply).
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Assembly instructions
MicroSD Insert
zr-sbc-912 (M)
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Fasten Build-in socket
Fasten the build-in socket to the bracket using the screws (included in the scope of
supply).
Fasten the MicroSD Insert to the Rack Mount Kit using the M2.5x6 screws (included in
the scope of supply).

The smart difference.
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